EasyControl (2-Leiter Gleis): DigitalBooster DB-4 iiber S-poligen Boosterbus anschlieen

EasyControl (2-rail conductor): Connecting the DigitalBooster DB-4 via S-poles booster bus
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Digital-Profi werden!

DigitalBooster

2,5/ 4,5 Ampere Booster fiir die Digitalformate Mérklin-
Motorola, mfx®, M4 und DCC.

2,5/ 4,5 ampere booster for Marklin-Motorola, mfx®, M4
and DCC.

Littfinski DatenTechnik (LDT)
www.ldt-infocenter.com
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Parameter der EasyControl:
Kurzschluss-Empfindlichkeit: 250ms
Kurzschluss-Polaritét: positiv
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Bestellbezeichnung /
Order code: Kabel Booster 1m

Adjusting parameters of the EasyControl:
Short circuit sensitivity: 250ms
Short circuit polarity: positive

Technische Anderungen und Irrtum vorbehalten.
Subject to technical changes and errors.
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Digital-Profi werden!

DigitalBooster

2,5/4,5 Ampere Booster fiir die Digitalformate Marklin-
Motorola, mfx®, M4 und DCC.

2,5/ 4,5 ampere booster for Marklin-Motorola, mfx®, M4

and DCC.
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Vom DB-4-Power-Supply
From DB-4-Power-Supply



